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Wireless Control Product Portfolio
ASK/FSK Transmitter

315 MHz

� +5dBm
� -25°C - 85°C

Transmitter

TDK 5101 TDK 5100

TDK 5111 TDK 5110

TDA 5102

TDK 5101F TDK 5100F

TDK 5111F TDK 5110F TDK 5116F

TDA 7110FT
S
S
O

P-
1
0� +5dBm

� -40°C - 125°C

� +10dBm
� -40°C - 125°C

� +5dBm
� -40°C - 125°C

� +10dBm
� -40°C - 85°C

� +10dBm
� -40°C - 125°C

TDA 5103

� Transmitter + integrated MCU
� +5/8/10dBm
� -40°C - 125°C

* These multi-band devices do not include the 
345MHz band.

� +10dBm
� -40°C - 85°C TDA 7110
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SmartLEWISTM TX
� Multi-channel (Σ∆ fractional-N PLL)
� +5/8/10dBm
� -40°C - 85°C

TDA 5150  *
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SmartLEWISTM MCU

345 MHz 434 MHz 868 MHz 915 MHz

PMA 5110, PMA 5105 *
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� Transmitter + integrated MCU
� +5/8/10dBm
� -40°C - 85°C

PMA 7110, PMA 7107, PMA 7106, PMA 7105 *

Depending on variant an integrated LF receiver and ADC is offered

Depending on variant an integrated LF receiver and ADC is offered
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TDA 7100� +5dBm
� -20°C - 70°C

TDA 7116F
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Wireless Control Product Portfolio
ASK/FSK Receiver + Transceiver

315 MHz

Receiver

SmartLEWISTM RX

345 MHz 434 MHz 868 MHz 915 MHz

TDA 5211 TDA 5210 TDA 5212

TDA 5221 TDA 5220

TDA 5201 TDA 5200

TDA 7200

� Integrated switch
� -40°C - 105°C

� Switchable peak Detector
� -40°C - 105°C

� Switchable peak Detector
� -20°C - 70°C

-40°C - 85°C

� ASK only 
� -40°C - 85°C

TDA 7210� Integrated switch
� -40°C - 85°C

TDA 5231 TDA 5230
� Receiver + Digital baseband MAC
� Multi-Channel
� autonomous RX functionality
� -40°C - 105°C

T
S
S
O

P-
2
8

T
S
S
O

P-
3
8Transceiver

TDA 5251 TDA 5255 TDA 5250 TDA 5252
� ASK /FSK
� Single Channel
� -40°C - 85°C
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